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• Available in Crosslink Polyethylene or FDA approved High Density
Linear Polyethylene (ANSI/NSF Standard 61).

• Extremely durable crosslink material available for critical applications.
• Vertical Tanks are available in natural, black, and various other colors

upon request.
• Impact and corrosion resistant.
• UV stabilizers aid in resistance to environmental aging.
• Seamless, one piece construction.
• Fittings, valves, and fabricated accessories are also available.

RMI has been a pioneer and, for the last three decades, a leading innovator in
the manufacturing of all sizes of both Linear and Crosslink Polyethylene Tanks.

Qual i ty  Products  and Except ional  Service

Item# Size Dia. Ht. w/Lid Lid
(Gal.) (In.) (In.) (In.)

6316 22 20 20 8
6318 70 23 44/43 8/16 *

6320 130 29 51/50 8/16 *
6324 175 29 66 8
6325 200 36 52 16
6329 300 34 82 8
6328 310 32 93 8/16 *
6330 330 47 52 8

6335 550 47 78 16
6348 850 68 60 16
6352 1150 80 63 16
6355 1200 92 48 16
6361 1450 80 73 16
6376 1650 93 61 16

  *Larger Lid Optional

Rotonics Vertical Freestanding Tanks

6/23/04

• All Vertical Tanks are designed with a Heavy Duty Wall for
containment of liquids up to 16.5 lbs./gal.  1225 - 6500 gallon
Vertical Tanks are also available in Standard Wall for
containment of liquids up to 12.5 lbs./gal.

• Tanks can be equipped with heat tracing foam insulation, which
assists in maintaining thermostatically controlled uniform
temperatures of tank contents.

• Heavy valves, strainers, and hoses need a secondary support to
prevent applying an excessive load on tank outlets.

www.rotonics.com/tanks/RMIC/Vertical.htm

Limited Tank Warranty: RMI warrants to the original purchaser all tanks manufactured by RMI to be free from
defects in material and workmanship for a period of five (5) years from date of manufacture, with the exception of
D.O.T. and Septic Tanks, which have a special warranty.  The Guido Tanks also have a five (5) year warranty.
Review the chemical resistance guide and warranty instruction information prior to the installation and use
of RMI Tanks.  Hard-plumbing of tank is not recommended due to the expansive/contractive characteristics
of Polyethylene.  All weights, dimensions, and gallonage markers are approximate.

Rotonics Manufacturing Inc.
736 Birginal Drive, Bensenville, IL 60106
Phone: (630)773-9510 • Fax: (630)773-4274
E-mail: chicago@rotonics.com

www.rotonics.com

RMI-CRMI-CRMI-C
• Available in Crosslink Polyethylene or FDA approved High Density

Linear Polyethylene (ANSI/NSF Standard 61).
• Extremely durable crosslink material available for critical applications.
• Vertical Tanks are available in natural, black, and various other colors

upon request.
• Impact and corrosion resistant.
• UV stabilizers aid in resistance to environmental aging.
• Seamless, one piece construction.
• Fittings, valves, and fabricated accessories are also available.

RMI has been a pioneer and, for the last three decades, a leading innovator in
the manufacturing of all sizes of both Linear and Crosslink Polyethylene Tanks.

Qual i ty  Products  and Except ional  Service

Item# Size Dia. Ht. w/Lid Lid
(Gal.) (In.) (In.) (In.)

6316 22 20 20 8
6318 70 23 44/43 8/16 *

6320 130 29 51/50 8/16 *
6324 175 29 66 8
6325 200 36 52 16
6329 300 34 82 8
6328 310 32 93 8/16 *
6330 330 47 52 8

6335 550 47 78 16
6348 850 68 60 16
6352 1150 80 63 16
6355 1200 92 48 16
6361 1450 80 73 16
6376 1650 93 61 16

  *Larger Lid Optional

Rotonics Vertical Freestanding Tanks

6/23/04

• All Vertical Tanks are designed with a Heavy Duty Wall for
containment of liquids up to 16.5 lbs./gal.  1225 - 6500 gallon
Vertical Tanks are also available in Standard Wall for
containment of liquids up to 12.5 lbs./gal.

• Tanks can be equipped with heat tracing foam insulation, which
assists in maintaining thermostatically controlled uniform
temperatures of tank contents.

• Heavy valves, strainers, and hoses need a secondary support to
prevent applying an excessive load on tank outlets.

www.rotonics.com/tanks/RMIC/Vertical.htm

Limited Tank Warranty: RMI warrants to the original purchaser all tanks manufactured by RMI to be free from
defects in material and workmanship for a period of five (5) years from date of manufacture, with the exception of
D.O.T. and Septic Tanks, which have a special warranty.  The Guido Tanks also have a five (5) year warranty.
Review the chemical resistance guide and warranty instruction information prior to the installation and use
of RMI Tanks.  Hard-plumbing of tank is not recommended due to the expansive/contractive characteristics
of Polyethylene.  All weights, dimensions, and gallonage markers are approximate.

Rotonics Manufacturing Inc.
736 Birginal Drive, Bensenville, IL 60106
Phone: (630)773-9510 • Fax: (630)773-4274
E-mail: chicago@rotonics.com

www.rotonics.com

RMI-CRMI-CRMI-C



#00000- Name -month/03

Quality Products and Exceptional Service

Rotonics Manufacturing Inc.
736 Birginal Drive, Bensenville, IL  60106
Phone: (630) 773-9510 •  Fax: (630) 773-4274
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Limited Tank Warranty: RMI warrants to the original purchaser all tanks manufactured by RMI to be free
from defects in material and workmanship for a period of five (5) years from date of manufacture, with the
exception of D.O.T. and Septic Tanks, which have a special warranty.  The Guido Tanks also have a five (5)
year warranty.  Review the chemical resistance guide and warranty instruction information prior to
the installation and use of RMI Tanks.  Hard-plumbing of tank is not recommended due to the
expansive/contractive characteristics of Polyethylene.  All weights, dimensions, and gallonage
markers are approximate.

Item#Part#SizeDia.Ht.
(Gal.)(In.)(In.)

7017CT-5SIF*141520
7020CT-20201923
7021CT-30SIF*301826
7022CT-30301926

7040CT-40402231
7055CT-55552235
7070CX-1001002645
7074CX-1501503453
7080CX-2002003163
7085CX-2502504247

7127CX-3503505151
7195CX-5005005660
  *Internal Flange

Rotonics Vertical Freestanding Tanks www.rotonics.com/tanks/RMIC/Vertical.htm

RMI-C RMI-C RMI-C
•FDA approved High Density Linear Polyethylene.
•Seamless, one piece construction.
•Impact and corrosion resistant.

•Standard color natural.
•Molded-in calibration on CX series.

Quality Products and Exceptional Service

Rotonics Manufacturing Inc.
736 Birginal Drive, Bensenville, IL  60106
Phone: (630) 773-9510 •  Fax: (630) 773-4274
E-mail: chicago@rotonics.com

www.rotonics.com
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Limited Tank Warranty: RMI warrants to the original purchaser all tanks manufactured by RMI to be free
from defects in material and workmanship for a period of five (5) years from date of manufacture, with the
exception of D.O.T. and Septic Tanks, which have a special warranty.  The Guido Tanks also have a five (5)
year warranty.  Review the chemical resistance guide and warranty instruction information prior to
the installation and use of RMI Tanks.  Hard-plumbing of tank is not recommended due to the
expansive/contractive characteristics of Polyethylene.  All weights, dimensions, and gallonage
markers are approximate.

Item#Part#SizeDia.Ht.
(Gal.)(In.)(In.)

7017CT-5SIF*141520
7020CT-20201923
7021CT-30SIF*301826
7022CT-30301926

7040CT-40402231
7055CT-55552235
7070CX-1001002645
7074CX-1501503453
7080CX-2002003163
7085CX-2502504247

7127CX-3503505151
7195CX-5005005660
  *Internal Flange

Rotonics Vertical Freestanding Tanks www.rotonics.com/tanks/RMIC/Vertical.htm

RMI-C RMI-C RMI-C
•FDA approved High Density Linear Polyethylene.
•Seamless, one piece construction.
•Impact and corrosion resistant.

•Standard color natural.
•Molded-in calibration on CX series.


